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INTRODUCTION 
Siemens has been contracted by the Maricopa Association of Governments (MAG) to 
explore the feasibility of generating a web-accessible congestion map for the arterial street 
network surrounding the University of Phoenix Stadium and Jobing.com Arena in Glendale, 
Arizona.  The initial concept is of a congestion map to be developed based on volume and 
occupancy data from vehicle detectors located at five signalized intersections on the east 
side of the stadium area.  Volume and occupancy values would be extracted from the City of 
Glendale’s i2 Traffic Management System.  Algorithms would be developed to correlate 
volume and occupancy values to congestion levels.  Varying levels of congestion would be 
depicted by colored links on a map.  The map would be available to the public via the 
Internet.  

 
The first task of the project was to perform a field survey of the five signalized intersections 
around the Glendale stadium to determine what vehicle detectors and raw data are 
available.  Results of the survey are documented in Technical Memorandum #1.  The 
second task was to define algorithms and software interface needs for gathering and 
processing those data to determine the current level of congestion for each intersection 
approach or traffic movement.  A proposed algorithmic approach and corresponding 
modifications needed to the i2 central traffic signal system software were reported in 
Technical Memorandum #2.  Technical Memorandum #3, recommended an approach for 
displaying the congestion information to the public.  Technical Memorandum #4, described a 
scope of work, schedule and cost estimate for Siemens to implement the congestion map 
described and defined in Technical Memorandums #1 -3.  

 

This final report brings together the full content of all four Technical Memorandums. 

 
LOCATION SUMMARY 
Five signalized intersections have been identified by the City of Glendale as candidates for 
inclusion in the initial congestion mapping deployment. These locations are: 

 

• Glendale Avenue & 91st Avenue 

• Coyotes Boulevard & 91st Avenue 

• Maryland Avenue & 91st Avenue 

• 6250 & 91st Avenue 

• Bethany Home Road & 91st Avenue 

 

Figure 1 provides an area map of the five project intersections. 

Figures 2 – 6 provide detailed views of each of the individual intersection. 
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Figure 1 - Area Map 
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Figure 2 - Glendale Avenue & 91st Avenue  

 
Figure 3 - Coyotes Boulevard & 91st Avenue 
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Figure 4 - Maryland Avenue & 91st Avenue 
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Figure 5 - 6250 & 91st Avenue 
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Figure 6 - Bethany Home Road & 91st Avenue 

 
 

CONTROLLERS, COMMUNICATIONS & DETECTION 
The following table summarizes controller type, communications type and detection located 
at each of the intersections. 

 

Table 1 - Summary of Controllers, Communications & Detection 
Intersection Controller Type Communications Type Detection

Glendale Ave & 91st Ave Econolite ASC/2 Serial* Loops in left turns at stop bar for all four approaches**

Coyotes Blvd & 91st Ave Econolite ASC/2 Serial* Loops at stop bar on side streets and all left turns**

Maryland Ave & 91st Ave Econolite ASC/3 Serial* Solo Pro video detection on all approaches

6250 & 91st Ave Econolite ASC/3 IP Solo Pro video detection on all approaches

Bethany Home Rd & 91st Ave Econolite ASC/3 IP Solo Pro video detection on all approaches

* Future plans call for IP/Ethernet communication to this location.
** Plans call for video detection to be installed on all approaches at this location in 2008.  
 

INTERSECTION LANE CONFIGURATION 
The following table summarizes lane configuration at each of the subject intersections. For 
each intersection and each approach the number of left turn lanes (LT), through lanes (TH) 
and right turn lanes (RT) is denoted. 
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Table 2 - Summary of Intersection Lane Configuration 

Intersection LT TH RT LT TH RT LT TH RT LT TH RT

Glendale Ave & 91st Ave 2 3 2 3 1 2 3 1 2 3 1

Coyotes Blvd & 91st Ave 2 3 3 1 2 2

Maryland Ave & 91st Ave 2 2 1 2 2 2 2 1 1

6250 & 91st Ave 2 2 1 2 1 1 1 1

Bethany Home Rd & 91st Ave 2 2 3 1 2 2

WBNB SB EB

 
 

INTERSECTION PHASING 
Typical Glendale intersection phasing uses the following convection : 

 
Figure 7 - Typical Glendale Phasing 
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The following table summarizes phasing information at each of the subject intersections.  

Table 3 - Summary of Intersection Phasing 

Intersection 1 2 3 4 5 6 7 8 Notes

Glendale Ave & 91st Ave EBL WBT SBL NBT WBL EBT NBL SBT Protected left turns on all approaches

Coyotes Blvd & 91st Ave EBL NBT EBR NBL SBT NB left turn is protected

Maryland Ave & 91st Ave EB WB SBL NBT NBL SBT
Protected left turns on all approaches. SB right turn is 
overlap of P8 & P1. EB right turn is overlap of P7 & P1.

6250 & 91st Ave EBL WBT SBL NBT EBT NBL SBT
NB left turn is protected. E/W is split phase. SB left turn is 
protected/permitted.

Bethany Home Rd & 91st Ave EBL PED NBT EBR NBL SBT NB left turn is protected. P2 is exclusive pedestrian phase.

Phase

 
DISCUSSION OF INFRASTRUCTURE 
Given the combination of controller types (ASC/2 and ASC/3), communications (serial and 
IP) and detection (Video on all approaches at each intersection), Glendale’s existing 
infrastructure should support the necessary volume and/or occupancy retrieval necessary to 
provide link congestion measures. While the exact nature of the congestion algorithm will be 
explored in a subsequent section of the report, the flexibility of the controllers to provide 
volume and occupancy data in a number of formats (fixed retrieval intervals for both ASC/2 
& ASC/3, plus one second slices from a special version of the ASC/3 firmware) should 
provide a variety of techniques to extract congestion measures. While support for legacy 
controllers (ASC/2) is desirable, the focus of the project will be on ASC/3 controllers as that 
is the controller upgrade direction Glendale and many other agencies in the MAG region are 
pursuing. 

CONCEPT OF OPERATIONS 
Background 

MAG staff reported that their concept of operations for an arterial congestion map was 
inspired by a similar effort recently undertaken by the City of Bellevue, Washington.1  The 
Bellevue system is briefly summarized as follows: 

• The system utilizes existing advance detector loops located between 100 and 140 
feet from the stop line. 

• Detector occupancy data is collected and aggregated on a per-cycle basis and 
smoothed over time. These values are used as the primary input to determine 
congestion. 

• Manually configured thresholds are configured for each detector to map the 
smoothed occupancy values to a corresponding congestion level. 

• An online map display is updated once a minute to provide a color-coded indication 
of the congestion on each monitored link. 

 

Table 4 is an example of typical occupancy thresholds used by the City of Bellevue to select 
one of four congestion levels, depending on the location of detectors. 

                                                 
1 Fred Liang, Development of the Real-Time Arterial Traffic Arterial Traffic Flow Map.  Presented at 
ITE District 6 Annual Meeting, Honolulu, Hawaii, June 2006. 
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Table 4 - Typical occupancy-to-congestion mapping (source: Fred Liang [1]). 

 
 

Bellevue reports a process of ongoing data calibration, with multiple field visits, user 
feedback, and continual fine-tuning to improve the accuracy of reported congestion levels. 

 

Workflow Activities 

The workflow for setup and operation the Glendale congestion map system is summarized 
in the following activities:   

1. Site detectors 

2. Configure system 

3. Collect data 

4. Process data 

5. Update display 

 

The following sections discuss Siemens proposed approach for each of these five activities, 
which differs slightly from the approach used by the City of Bellevue.  Each section 
discusses the requirements and goals (or preferences), considered options, and proposed 
approach, making an effort to convey the benefits of the proposed approach. 

 

SITING TRAFFIC DETECTORS 
Goals 

The goals of positioning vehicle detectors for congestion measurement are as follows: 

• Provide an accurate measure of traffic demand/congestion. 

• Utilize existing detector locations/technology to minimize deployment costs. 

• Be flexible in the location of detection (setback, length, lanes covered). 

• Keep detector installation and configuration/calibration costs down. 
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Discussion 

The location of vehicle detection plays an important role in measuring signalized-intersection 
congestion levels.  Figure 8 illustrates vehicle detectors as blue rectangles on all 
approaches to a signalized intersection.  In particular, Figure 8 shows 6-foot advance loops 
positioned 120 feet from the stopline as used in the City of Bellevue.  Figure 8 also includes 
20-foot loops positioned at stopline locations, which may be more representative of current 
detection around the Glendale stadium. 

 

 
Figure 8 - Location of vehicle detectors (blue rectangles) at a signalized intersection. 
 

The City of Bellevue used advanced detectors located between 100 and 140 feet from the 
stopline to measure congestion, citing that they preferred to use existing advanced loops 
instead of following what they termed the “convention wisdom” of using system loops that 
are typically positioned at least 300 feet from the stopline.  By leveraging existing loop 
location, the city was able to quickly bring 465 roadway segments online and saved an 
estimated $350,000 by foregoing the installation of system detectors on these roads. 
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Reviewing the current detection used at the five candidate intersections in Glendale, there 
are existing inductive loop detectors located at the stopline for two of the intersections, and 
video detectors on the other three intersections.  It is most common (across the United 
States) for intersections to use stopline detection on left-turn and side-street movements, 
while main-street through lanes are relatively variable (no detection, advance dilemma zone 
detector, stopline detection, system detectors only, or a mixture).  When using video 
detection, it is relatively common to define detection zones at the stopline and/or advanced 
dilemma-zone/extension locations zones for main-street through lanes.  However, stopline 
zones may be preferable source of data when using video detection since cameras are 
susceptible to a greater frequency of errors when monitoring zones located farther away 
from the typical farside mast arm location of the camera. The City of Glendale has 
expressed a willingness to redefine video detection zones as necessary to facilitate 
congestion measurement. 

 

Stopline detectors, advance detectors (located 50-300 feet from the stopline), and system 
detectors (located mid-block to just after the upstream intersection) could all be utilized to 
measure congestion.  We propose a general purpose approach that could utilize all three 
locations, by providing a configurable weighted combination of occupancy and volume data, 
rather than solely using occupancy as in the City of Bellevue.  There are advantages to this 
approach in terms of cost, ease, accuracy, and flexibility.  

 

Stopline detection is the most prevalent location of detectors across the United States, and 
thus using these detectors would require the least incremental upgrade cost for most 
agencies (presumably including Glendale) when instrumenting a network for congestion 
measurement.  We have considerable research experience with the use of stop-line 
detectors for demand/congestion measurement, and have applied it successfully in our ACS 
Lite adaptive control system.  Our use of stopline data for this project would be much more 
simplistic than adaptive control applications; however, our experience, prototyping, and 
experimental results suggest that stopline detection would provide the most accurate and 
easily configured measure of traffic congestion during undersaturated conditions. 

 

Advance detectors were used by the City of Bellevue to good success.  Advance detection 
can better discern when conditions are over-saturated.  However, it is more challenging to 
use in just-saturated or undersaturated conditions as it is much more sensitive to the cycle 
length in use.  Generally, the longer the cycle length, the longer the queues, and thus longer 
cycle lengths correspond to more queue spillback over advance detectors, and hence higher 
occupancy than at shorter cycle, despite operating at equivalent volume-to-capacity ratios.  
Four of the five intersections proposed for congestion monitoring in Glendale currently run 
free (see Technical Memorandum #1) and thus there is much greater uncertainty in the 
actual cycle length and the interpretation of congestion measures for advance detectors at 
these signals.  A combined approach of using stop-line detection and advanced detection 
would yield the best results. 

 

We do not intend to use or experiment with system detectors for this project; however, it 
would be possible to use system detectors to estimate congestion levels.  This would 
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represent the most challenging option to configure/calibrate, and thus we do not recommend 
use of detectors at these locations unless there is no alternative.   

 

Regardless of the location of detectors, more accurate information can be obtain from 
individual lane detectors than from detectors that span multiple lanes.  Multi-lane detection 
could still be used where necessary, though individual lane detection should be used where 
greater accuracy is desired.  In general, multi-lane detectors are likely to suggest higher 
congestion levels than are actually present.  More detail on the use of detection data will be 
presented in subsequent sections. 

 

CONFIGURING SYSTEM PARAMETERS 
Goals 

The goals entails in system configuration are as follows: 

• Incorporate the information system to form reasonably accurate congestion 
measures. 

• Keep it simple.  It would preferable not to have to make several field visits, handle 
numerous callers saying its wrong, and doing a lot of trial-and-error adjustments … if 
that’s possible to avoid. 

• Allow flexibility for user configuration to manipulate/define the measures put out. 

 

Recommendation 
For each detector, configure the following parameters: 

• Signal (to which it is connected) 

• Detector number 

• Link 

• Movement (left, thru, right) 

• Free flow speed (or speed limit) 

• Setback distance (feet upstream from the stopline) 

• Length (feet from leading to trailing edge) 

• Lanes covered (1, 2, 3, or more) 

• Sample period (e.g., period = 60 seconds) 

• Minimum samples (e.g., at least 8 samples/minutes of data) 

• Maximum samples (e.g., consider up to last 15 samples/minutes of data) 

• Smoothing factor (suggest tail-weight = 1) 

• Volume and Occupancy Weights 

o WO is a weighting factor for occupancy. 

o WV is a weighting factor for volume. 
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• Manual/Automatic Weighting Option 

• Thresholds for mapping:  

o Lmax: The highest measured values for which congestion level Low/Light (L) is 
indicated. 

o Mmax: The highest measured values for which congestion level 
Medium/Moderate (M) is indicated. 

o Hmax: The highest measured values for with congestion level High/Heavy (H) 
is indicated. 

o Smax: The highest measured values for which Severe congestion level 
Severe/Extreme (S) is indicated.  Beyond this value would be considered a 
fault condition due to impractically high readings. 

 

For each link-movement to be monitored, configure which signal-detectors to use, and 
whether take the AVERAGE or MAXIMUM of multiple detector indications.  Configuration 
would also include the minimum number of detectors with fault-free data necessary to 
publish a congestion measure.  If not enough detectors have good data, a “no data” 
indication would be published. 

 

As will be explained in subsequent sections, this configuration should be flexible enough to 
allow the use of detectors in multiple locations, using multiple techniques.  An “automatic” 
weighting option would allow a default weight to be applied, which would simplify the setup 
process and potentially alleviate the need for fine-tuning adjustments as explained later. 

 

COLLECT DETECTOR DATA 
Goals 
The goals of detector data collection are as follows: 

• Collect detector data (volume and/or occupancy) adequate to measure congestion 
levels with good accuracy. 

• Collect data frequently enough that the resulting congestion measures reflect 
“current” traffic conditions. 

• Use a technique that can collect data with consistently high reliability. 

• Use techniques that are flexible/versatile in providing compatibility across a wide-
range of controllers (different vendors, different models, different firmware), 
communications media (serial and IP), and protocols (AB3418, NTCIP, etc.).  This 
facilitates cost saving (ability to use legacy hardware, twisted pair) and allow 
flexibility to choose from a wide variety of equipment providers. 

• Use a technique which keeps the cost reasonably low for central system 
modifications and new data processing software. 

 

We mentioned previously our success using stopline detection data to measure congestion 
using ACS Lite.  However, our use of stopline detection data for this project would differ from 
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the ACS Lite technique, as would the data collection method.  Our ACS Lite work built on 
prior research from the 1970s for the SCATS adaptive control system from Australia, which 
also relies on stop-line detection.  The SCATS system is primarily oriented towards 
measurement of occupancy and volume during green intervals (as is ACS Lite).  However, 
such processing presents an additional burden on the signal system, communications 
systems, and local controllers in order to monitor signal/phase states very closely and match 
up phase-indications with detector data.  Most controllers in the U.S. do not provide 
adequately reliable second-by-second polling for detector status.  Controllers supporting 
special adaptive traffic control protocols can provide this information; however, this generally 
requires more bandwidth.  With regard to the five candidate signals in Glendale, there are 
two Econolite ASC2 controllers, which would (with an available firmware upgrade) support 
the ACS Lite protocol.  The ACS Lite protocol is also lower bandwidth than other adaptive 
protocols, and can be supported over (low-speed) serial communications.  However, the 
ACS Lite protocol is not (currently) supported on the ASC3 controller, used at the other three 
intersections.  The ASC3 has an experimental data logging system (not available on ASC2 
controllers) to provide more resolute data, though the data is provided in large hourly files 
that must be retrieved via FTP, and thus this mechanism is not applicable for serial 
communications and does not provide reasonably current traffic conditions (which would be 
less than one hour old).  We would propose to use data aggregated at intervals such as 60-
seconds (not 1-second or 1-hour intervals) similar to the City of Bellevue (which used per-
cycle aggregated occupancy values).  We have experimented with a technique and found it 
to provide very good congestion indications.  The data collection is discussed in this section, 
and processing in the next section. 

 

The proposed data collection technique is to collect detector volume and occupancy data on 
fixed intervals, such as 30-second or 60-second sample periods.  This capability is a 
standard feature using AB3418 and NTCIP protocols, and is thus supported by the majority 
of contemporary controllers on the market as an off-the-shelf feature.  In the following 
paragraphs, we briefly review the City of Bellevue’s data collection approach, and justify that 
our proposed approach adequately satisfies project goals. 

 

Bellevue’s Data Collection 

The City of Bellevue currently collects data once per cycle (collecting data at the yield point).  
The benefit of collecting data at intervals that coincide with the signal cycle length is that 
flows over a detector close to the intersection will tend to fluctuate from high to low within the 
cycle, but are relatively stable from cycle to cycle.  For example, queues will build and 
spillback over the detectors during the red period on each approach (resulting in higher 
occupancy) and then the queue will dissipate and (hopefully) clear during the green period 
(resulting in lower occupancy).  If a controller had a 60-second cycle length, and data was 
collected every 30 seconds, then the occupancy could fluctuate substantially from one 
sample (during the red portion of the cycle for a given approach/detector) to the next sample 
(during the green portion of the cycle).  This is illustrated in Figure 9, where at a signal with a 
60-second cycle length, the last 30-seconds of occupancy ranges from 37% to 100% 
between green and red periods of the same cycle (a range of 63%), whereas samples of the 
last 60-seconds of occupancy ranges from 61% to 97% (a range of 36%). 
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Figure 9 - Variability of short occupancy samples. 

 

It is important to note that even when the detector sample period (60 seconds) is equivalent 
to the cycle length (60 seconds), there is significant variability in the occupancy from cycle to 
cycle.  It would not be appropriate to report congestion values based on a single cycle of 
data, nor based on smoothing just two cycles of data.  In ACS Lite we require a minimum of 
three cycles or 5 minutes of data, whichever is greater.  Table 5 indicates the variability in 
the occupancy when values are based on 1-, 2-, 3-, 5-, 10-, and 15- minutes (cycles) of data 
(where the cycle is 60 seconds).  This is based on an hour of data from the CORSIM 
simulation under steady/unchanging mean traffic volumes. The mean arrival rate of the 
arrival distribution does not change during the simulation; however, the headways of 
vehicles entering the simulation network are generated using a negative exponential 
distribution, and thus the arrival volumes are random.  The interpretation of this data is that 
even averaging over the last 5 minutes (or equivalently 5 cycles in this case), the results can 
vary significantly from one sample to the next, leading to an erratic indicator that might span 
three different congestion levels in three consecutive minutes.  Thus, we suggest taking a 
moving average over the last 15 minutes of data to reduce the minute-to-minute variability of 
the indicator, as sampling at the same period as the signal cycle does not adequately 
reduce the variance of the congestion indicator.  We would also suggest that if fewer than 
50% detector poll responses have been successfully received in the last 15 minutes (for all 
detectors, which is likely since all detectors report in the same poll response) then display a 
“no data” indication. 
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Table 5 - Variability of occupancy averaged over several periods—fixed-time control. 

Minutes 1 2 3 5 10 15
Ave 85.1 85.0 84.9 84.7 84.3 84.5
Min 58.4 66.7 71.5 73.5 76.9 79.2
Max 96.4 95.4 94.9 93.9 89.9 87.9
Range 38.0 28.7 23.4 20.4 13.0 8.7
Variance 80.2 49.8 37.3 25.8 9.9 5.6
Std. Dev. 9.0 7.1 6.1 5.1 3.1 2.4
Coef.Var. 10.53% 8.30% 7.19% 5.99% 3.73% 2.81%

 

The data of Table 5 is perhaps easier to appreciate in visual form.  Figure 10 shows how 
occupancy fluctuated for a detector when averaged over periods from 1 to 15 minutes.  This 
is a detector on an approach served by a fixed-time split, with steady traffic, and a fixed 60-
second cycle length.  Averaging over the last 5 minutes still results in an erratic measure of 
congestion.  We prefer to consider the last 10 to 15 minutes of data, though we are willing to 
publish congestion metrics if we only have data for 50% of the last 10 to 15 minutes. 
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Figure 10 - Variability of occupancy for several sample periods—fixed-time control. 
 

Data for the previous tables and figure was derived from a CORSIM simulation, using ACS 
Lite to collect second-by-second detector data via a special run-time extension (RTE) 
interface to CORSIM that supports NTCIP messaging with ACS Lite.  However, that RTE 
does not support controllers running free.  All five controllers in the Glendale congestion 
monitoring network are currently running free. To obtain representative data for a controller 
running free, we used a hardware-in-the-loop simulation technique so that ACS Lite could 
poll detector data directly from a real Eagle M50 controller running free.  However, our 
controller interface device (CID) was failing after 5-minutes during simulation runs.  So, we 
developed a new, custom run-time extension for CORSIM to collect and output a file with 
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second-by-second volume and occupancy data for detectors in CORSIM; and, it works while 
the controller is running coordinated and free.  Figure 11 shows a chart of several 
occupancy periods (from 1 to 15 minutes) for the same traffic conditions as Figure 10 except 
that the controller is now running free (i.e., has no fixed cycle length).  Under free operation, 
there is more variability in the actual capacity allocated to a given approach, as that capacity 
varies from cycle to cycle (unlike fixed-time control). 
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Figure 11 - Variability of occupancy for several sample periods—free operation. 
 

Table 6 shows the variance of each of the aggregation periods.  Averaging over the last 15 
minutes seems to provide measures under free operation that are as “stable” as measures 
under fixed-time control. 

 

Table 6 - Variability of occupancy averaged over several periods—free operation. 

Minutes 1 2 3 5 10 15
Ave 83.2 83.9 84.0 84.0 84.1 84.4
Min 0.8 41.7 59.1 71.1 75.4 78.6
Max 98.2 96.0 94.9 93.5 90.3 89.0
Range 97.4 54.3 35.8 22.3 15.0 10.4
Variance 232.6 94.5 52.0 26.8 11.2 5.1
Std. Dev. 15.3 9.7 7.2 5.2 3.3 2.3
Coef.Var. 18.32% 11.59% 8.58% 6.16% 3.98% 2.68%

 

To summarize some of the discussion so far, our testing suggests that to obtain accurate 
and “stable” measures of occupancy, it appears necessary to average over the last 5 to 15 
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minutes just to smooth out the randomness of traffic flow from cycle to cycle.  (This is 
randomness about the steady mean rate, not randomness due to truly changing conditions 
in the average rate of traffic arrivals.)  When running under free operation (no fixed cycle), 
the data tends to be more variable from cycle to cycle, but smoothing over 10 to 15 minutes 
provide measures of occupancy that appear to be as stable as the same measures under 
fixed-time control.   

 

These experiments suggest that it is not necessarily critical to collect occupancy data over 
periods that match the cycle length (when there is a known, fixed cycle length), because 
data must be averaged over longer periods (several cycles) to contend with normal cycle-to-
cycle variations in traffic.  It is also evident that in collecting over longer periods (10 to 15 
minutes) that good measures can be obtained for uncoordinated signals.  This suggests that 
it would be adequate to poll controllers for detector data at fixed intervals, such as every 30 
or 60 seconds.  That would eliminate the complexity of changing the polling period from one 
pattern next to match the cycle length of the active pattern, which does not seem to 
drastically improve performance.  Furthermore, protocols such as AB3418 allow fixed-period 
detector polling, but do not provide a dynamic means to change the polling period through a 
simple message.  A larger block of data would have to be downloaded at every pattern 
change to change the polling period.  Polling at fixed intervals would significant reduce the 
costs to modify the central system, and to configure the system and controllers correctly.   

 

PROCESS DETECTOR DATA 
Goals 

The goals in processing detector data are as follows: 

• Obtain reasonably accurate and stable/reliable measures of congestion. 

• Develop easy to configure, calibrate, and interpret congestion measures to keep 
costs of field visits and user feedback (i.e., complaints) to a minimum. 

• Keep down costs of software development for modifications/enhancements. 

• Retain user configuration flexibility. 

• Use techniques that are applicable to a broad range of controller hardware/firmware. 

 

Discussion 
Bellevue applied user-defined thresholds as shown previously in Table 4 to map occupancy 
levels to congestion levels.  There appear to be pros and cons to this approach.  We 
propose extending this to be more flexible by calculating a congestion measure based on a 
weighted combination of detector occupancy and volume, as illustrated in the following 
equation. 

 



 23

Mi = (TA X WO X Oi + WV X Vi) / TA [1]
Where: 

Mi = A congestion measure for detector i. 

TA = The aggregate time span of all data samples in use. 

Oi = The aggregated (fault-free) occupancy of detector i. 

Vi = The aggregated (fault-free) volume of detector i. 

WO = A weighting factor for the occupancy. 

WV = A weighting factor for the volume. 

 

The occupancy and volume values would be based on the last several samples of data, 
assuming that at least the minimum number of samples was obtained within the maximum 
number of sample periods considered.  For example, the minimum could be set to 8 and the 
maximum could be set to 15 samples, where each sample is 60 seconds in duration.  In 
addition to having enough data, it is assumed that the number of volume samples and 
occupancy samples are equivalent (it would be unusual to have one and not the other, but 
negligent to use occupancy from one sample and volumes from another).  Occupancy 
values in most protocols are coded to indicate faults identified on the controller side.  Both 
volume and occupancy values collected during a fault sample would not be utilized.  If a fault 
occurred, there may have been erroneous data leading up to that fault identification.  For 
example, the detector is typically stuck on, stuck off, or counting excessively for sometime 
prior to the controller reporting a diagnostic fault.  Thus, we would use only samples 
occurring after the fault towards the requirement to meet the minimum number of samples 
occurred after a fault condition cleared.  The system would not be purely “event” driven by 
the receipt of new data.  It would also track time, such that as time moves forward and no 
samples data is obtained for one or more sample periods (due to communications failures), 
a communication fault would be identified.  We would not continue reporting the last known 
data once we have reached a point where there are not enough current samples (say 8 of 
the last 15 minutes) to substantiate a congestion indication, and thus a “not available” 
indication would be posted until there is adequate data again. 

 

Assuming there was adequate fault-free data, calculate measure Mi and then use user 
configured thresholds to calculate the congestion index, generally as follows. 
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Congestion Condition 

No data Not enough good data (but no faults). 

Fault Detector faults detected. 

Low 0 ≤ Mi < Lmax 

Medium Lmax ≤ Mi < Mmax 

High Mmax ≤ Mi < Hmax 

Severe Hmax ≤ Mi ≤ Smax 

Fault Smax < Mi Out of realistic range values. 

 

Table 4 gave an example of setting thresholds for occupancy data only.  Users could set the 
occupancy weight to 1.0 and the volume weight to 0 to utilize that scheme.   

 

In situations where users want to apply existing upstream system detectors, they might use 
volume only as a measure of congestion, and set the volume weight to 1.0 and the 
occupancy weight to 0; or, the traffic engineer might prefer to use a tradition V+kO measure, 
though these measures are more difficult to accurately calibrate.2  Another alternative is to 
use the V%+O% concept used by Eagle traffic responsive systems.  However, those 
scenarios are not anticipated in Glendale, and thus are not discussed in further detail. 

 

In using stopline detectors, we suggest considering a weighted combination of occupancy 
and volume, inspired by ACS Lite and SCATS.  The basic concept in ACS Lite is similar to a 
gap/extension timer, whereby if a detector becomes unoccupied, the signal holds the phase 
green for a short-time gap/extension time until the next car arrives.  During saturation flow, 
headways are typically about 1.8 to 2.2 seconds, with some variability, so a gap/extension 
timer might be set conservatively for about 3.6 to 4.4 seconds.  This accounts for the 
expected “unused” space between vehicles in saturation flow, traveling over short detectors.  
Figure 12 illustrates raw occupancy (1 = occupied and 0 = unoccupied) of a detector placed 
125 feet from the stopline.  As the queue clears, there are gaps between the vehicles which 
correspond to gaps in the purple presence timeline below.  The maroon-colored areas 
illustrate the effect of a gap/extension timer, filling in the time of a typical headway between 
vehicles in saturation flow (such as a dispersing queue).  Where the maroon extension does 
not completely fill in the gap in (purple) detector occupancy, there are exposed gray 
background areas in the chart, and this represents larger gaps where “stragglers” are 
arriving after the queue has already dispersed, sometimes sparsely and sometimes in multi-
car clusters/platoons.  ACS Lite operates by filling in gaps in the occupancy timeline to 
compensate for expected gaps in saturated flow, which might be larger or smaller depending 
on how long the detectors are.  This allows a more precise read on traffic demand during 
green.  We refer to this gap-filled occupancy as “utilized occupancy”.  To collect this sort of 
data would require much more sophisticated polling and processing to match up effective 
green time with detector presence and fill in the gaps. 

                                                 
2 The FCTrip map in Fort Collins, Colorado uses this approach.  The local traffic engineer reports 
areas where the V+kO technique seems to be fairly inaccurate. (http://fcgov.com/fctrip/) 
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Figure 12 - Illustration of raw presence (purple) and normal trailing gap-space 
(maroon). 
 

SCATS is slightly simpler than ACS Lite by simply considering only a single aggregate value 
of volume and occupancy over the whole green period.  In the chart above, the detector was 
occupied 72.9% of the green time, and there were 6 gaps during green (a volume of 6).  It 
can be calculated that for a 6-foot loop, the average occupancy time of a passing vehicle at 
free flow speed is 0.4 seconds, so if the average headway between vehicles is assumed to 
be 1.8 seconds, then the average expected gap could be assumed to be 1.4 seconds (1.8 
seconds between vehicles minus 0.4 seconds while crossing the detector).  SCATS would 
add 6 average gap times to the total occupied green time (6 gaps X 1.4 seconds/gap = 8.4 
seconds) to yield an adjusted occupancy during green of 122% (yes, the values can be over 
100%, which SCATS sales literature states is because they have an ability to measure 
oversaturation).   

 

We do not propose that it would be a low-cost modification to the central system to collected 
high resolution volume and occupancy and phase status and do the processing to discern 
green occupancy and green volume as SCATS does.  However, it is possible and effective 
(for the less-precise-than-adaptive-control purposes of discerning low, medium, and high 
congestion) to use full-cycle (green, yellow, or red) occupancy and volume in this manner … 
inflating the recorded occupancy over the last 15 minutes by an “average headway gap” for 
each gap (the volume) counted during that same period.  To test this hypothesis, we 
simulated a fixed-time intersection with a 60-second cycle length, with four approaches 
operating at 100%, 90%, 80%, and 70% saturation levels (or volume-to-capacity levels).  
Some findings (for a single simulation run) are shown in 
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Table 7. 
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Table 7 - Comparison of congestion measures for fixed-time control. 

Stopline Detector Stopline Adjustments Advance Detector Advance Adjustments Bellevue V/C 
Ratio 

Phase 
Failures 

Subjective 
Congestion 

Occ. Vol. Sec/Gap Adj. Occ. 

O+g(V) 
Indicator 

Occ. Vol. Sec/Gap Adj. Occ. Indicator 

1.00 68 High 90.31 330 1.17 101.03 High 60.11 488 1.41 79.20 Moderate 

0.90 28 Medium 85.62 298 1.17 95.30 Medium 25.76 477 1.41 44.41 Light 

0.80 18 Low 81.66 259 1.17 90.08 Low 14.39 434 1.41 31.36 Light 

0.70 8 Low 79.88 229 1.17 87.31 Low 10.59 396 1.41 26.07 Light 
 

The data in 
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Table 7 is based on a 1-hour simulation, with 60-second cycle lengths, and thus 60 cycles of 
the signal; however, each approach has both a through phase and a left-turn phase, which 
both contribute to the phase failure count.  The congestion level was determined subjectively 
(in the 3rd column) by considering the phase failure count for each approach and by 
observing the simulation animation.  The first approach (V/C = 1.0) had a either a left-turn or 
through-phase failure during most cycles and was certainly in high congestion; however, the 
queues were not growing (it was not over-saturated or in severe congestion).  With 20-foot 
detectors at the stopline, the adjusted occupancy ((time X occupancy + gaps X average 
secs/gap)/time) indicator tends to top out around 100 (percent occupancy) suggesting high 
congestion.  However, a stop-line detector is not in our opinion well-suited to detector over-
saturation (despite SCATS marketing to the contrary).  Table 8 provides thresholds that 
might be used to delineate congestion levels based on different performance measures. 

 

Table 8 - Congestion thresholds for different measures. 

Congestion 
Level 

V/C 
Ratio 

Saturation
Level 

Stopline 
Adj.Occ. 

Bellevue 
Adv.Occ. 

Severe ≥ 1.0 ≥ 100% - ≥ 78% 
High ≥ 0.9 ≥ 90% ≥ 100% ≥ 68% 
Medium ≥ 0.75 ≥ 75% ≥ 95% ≥ 45% 
Low < 0.75 < 75% < 95% < 45% 

 

 

Returning to 
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Table 7, note that in using a 6-foot advance loop located 125 feet from the stopline, the 
average occupancy over the hour indicated only moderate congestion.  We believe the 
benefit of using the stopline detectors and the adjusted occupancy technique (O+g(V)) 
provide a much easier to understand metric that probably (we speculate) will not require 
nearly the calibration/tuning effort of using occupancy only at an advance loop.  The 
occupancy experienced at an advance loop would seem subject to the queue lengths, which 
in turn are a function of the cycle length.  Thus, the stopline detectors seem to give a more 
consistent read that is insensitive to cycle length changes throughout the day and might be 
less prone to users calling in to suggest changes.  We believe that the stopline detectors 
with the adjusted occupancy were more accurate at all measured congestion levels in this 
experiment; however, we note that advance detectors are capable of revealing severe 
congestion (i.e., oversaturation) which is not possible to distinguish (from high congestion) 
with stopline detectors. 

 

Figure 13 charts the adjusted occupancy from two stopline detectors for an approach 
operating just at 100% saturation, as well as occupancy-only measures from two advance 
detectors.  Using the congestion level threshold values for these measures suggested in 
Table 8, it is evident that the stopline detectors measure high congestion until about 45 
minutes into the simulation, when values drop into the medium congestion level.  However, 
the advance detectors vary quite widely in their assessment, bouncing from high to severe 
to high to medium to low.  Contrast these assessments to the chart of phase failures for this 
approach shown in Figure 14, which shows a relatively steady rate of phase failures 
throughout the simulation.   
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Figure 13 - Comparison of detectors measures. 
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Figure 14 - Phase failures on 100% saturated approach over 1-hour simulation. 

 

In summary, we feel that adjusted occupancy values from stopline detectors could give a 
better read on data, and appear to be less prone to any need for calibration/tweaking of 
thresholds than possible using occupancy-only at advance detector locations.  In particular, 
it would seem that occupancy thresholds for advance detectors are sensitive to the 
prevailing cycle length, and the 60-second cycle studied here is shorter than the typical 
cycle lengths used to establish default thresholds in Bellevue.  We have also experimented 
with 90-second cycles and free operation.  Both approaches are certainly workable, and 
both approaches have their pros and cons.  For example, the stopline detectors are not able 
to pickup severe saturation, whereas advance detectors can.  Using both detectors on the 
same approach would be preferable, where stopline detectors would pickup a more accurate 
saturated or undersaturated congestion levels, and advance detectors would indicate when 
oversaturation appears.  This would seem particularly relevant to the Glendale stadium, 
which is likely subject to severe saturation surrounding major sporting events. 

 

Stopline detectors and advanced detector could be used together as follows.  Configure the 
link or link-movement to adopt the maximum (MAX) congestion metric of all specified 
detectors.  Specify both stopline detectors and advance detectors for the link-movement 
(e.g., all detectors on northbound through lanes).  For stopline detectors, set WO = 1.0 and 
calculate Wv as explained later in this section.  For advance detectors, WO = 1.0 and set set 
Wv = 0.  Referring to Table 8, configure the stopline detectors with thresholds from the 
stopline column, and configure advance detectors use thresholds from the advance column.  
During severe saturation conditions, the stopline detectors will only indicate high saturation.  
The advance detector will indicate severe saturation.  In non-severe saturation, it seems 
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(based on our experiments) that the stopline detectors will generally give congestion 
indication that is greater than or equal to the advance detectors.  In this case, the MAX 
feature will utilize the stopline detector indications, to give a more accurate measure of 
congestion. 

 

Another option, utilizing both stopline and advance detectors, is to configure the advance 
detectors similarly to the stopline detectors (with Wv set to a nonzero value as explained in 
the next paragraph).  Use the thresholds from the stopline column of Table 8 for both 
stopline and advance detectors; however, for advance detectors only, set the Severe 
threshold to “≥ 100”.  In this case, the advance detectors underestimate the congestion level 
while not in severe congestion (thus relying on stopline detectors to provide higher 
congestion indicators for that scenario), but would provide an arguably more reliably 
measure of severe congestion when it is indeed present.  When an advance detector is 
100% utilized (though not necessarily 100% occupied) the queue between the stopline and 
that advance detector is consistently not clearing as it would under non-severe saturation.  
At high saturation, there will be occasional cycles where that space is not cleared, but the 
intersection will also flush the queue occasionally (corresponding to less than 100% 
utilization at the advance location, while possible maintaining 100% utilization at the 
stopline). 

 

To calculate the weighting or “correction” factor used for our adjusted occupancy values 
above, we calculate the time an average length vehicle (say 17 feet) would take to travel 
over the configured detector length (20 feet in this case) while traveling at the free flow 
speed (or speed limit).  In this case, the free flow speed was 40 miles/hour, or 58 feet/sec, 
and thus a vehicle traveling at that speed would actuate the detector for 0.6 seconds while 
traversing it (where the front bumper travels 20+17 = 37 feet at 58 feet/sec).  Assuming an 
average headway during saturation flow of 1.8 seconds from front bumper of a leading 
vehicle to front bumper of the following vehicle, we subtract the detector traversal time and 
yield an average expected gap in occupancy of 1.2 seconds.  Thus, the correction factor is a 
straightforward calculation from the known detector information specified in the 
configuration, and this weighting factor does not require excessive tweaking or tuning to 
“find”.  This correction factor is what we would propose to calculate for an “automatic 
occupancy adjustment” feature, which would keep configuration simplistic—a benefit for 
large-scale deployments.  This technique scales easily to different detector loop lengths 
(which are not so easy to modify after-installation) and may eliminate the need for field visits 
and trial and error tuning.  Multi-lane detectors can be handled as well, though we would 
expect degraded performance and some need for trial and error adjustment of weights and 
thresholds.  The “automatic adjustment” feature (checkbox) could be disabled and the user 
would be free to manually configure weights as desired.  We do not recommend multi-lane 
detection if it can be avoided.   

 

The charts and tables used in this section were intended to convey the technique, though a 
greater appreciation comes from viewing the simulation animation and comparing charts of 
the recorded measures and corresponding congestion indicators with the animation.  These 
simulations are available for review if desired. 
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UPDATE CONGESTION DISPLAY 
Congestion measures for each link or link-movement will be updated periodically as new 
sample data becomes available (or it becomes evident that communications have failed).  
The congestion map can be updated periodically as well, such as once-per minute.  It does 
not seem overly crucial for the update period of the online display mechanism to match the 
update period of the detector data collection. 

 

Figure 15 shows a screenshot of Bellevue’s online congestion map.  Bellevue has also 
experimented with utilizing Google maps for the underlying map display.   

 

 
Figure 15 - Bellevue’s congestion map (source: Fred Liang [1]). 

 

Congestion Level Definition 

The City of Bellevue did mention receiving user feedback to suggest fine-tuning of their 
thresholds.  It would seem that clear definition of what is intended by different color 
indications might alleviate a number of questions/suggestions about the system, as each 
user may have their own subjective notion of low-, medium-, and high- congestion levels. 

 

Here are the definitions used by Bellevue: 
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1. Light Traffic: Once the traffic signal turns green, you’ll quickly make it through the 
intersection.  

2. Moderate Traffic: Expect some backups approaching the intersection. Once the traffic 
signal turns green, you’ll usually make it through the intersection.  

3. Heavy Traffic: Expect significant backups approaching the intersection. Once the 
traffic signal turns green, you’ll often have to wait for the next green light before making 
it through the intersection.  

4. Severe Traffic: Expect long backups approaching the intersection. You’ll have to wait 
for two or more green lights before making it through the intersection. 
 

When using advanced detection and occupancy-only measures, the different congestion 
levels become a little more blurred from signal to signal or from hour-to-hour as advance 
measures are more sensitive to the current cycle and split lengths.  Using stopline detectors 
instead of advance detectors, we expect to be able to distinguish the first three states 
slightly more accurately and consistently, and offer the following definitions.  These 
congestion states are defined in terms of the expected number of cycles or green displays 
that may be required for a vehicle to pass through the traffic signal at the downstream end of 
the link, as follows: 

 

• GREEN: No congestion (or low congestion) will be indicated by the color green when 
it is expected that all vehicles will get through the traffic signal at the downstream 
end of the link on the first display of green. 

• YELLOW: Borderline congestion (or medium congestion) will be indicated by the 
color yellow (or perhaps “amber”, which is slightly darker and tends to provide more 
contrast and a more easily discernable display on a computer screen).  This 
condition is indicated when it is expected that vehicles arriving to an already green 
signal will sometimes have to wait for a second display of green before proceeding 
through the intersection at the downstream end of the link.  This is perhaps more 
easily thought of as in-between “always getting through on the first green” and “the 
last vehicle(s) never get through on the first green”. 

• MAGENTA: High congestion will be indicated by the color magenta.  Under this 
condition, it is expected that the last vehicle(s) arriving during green every cycle of 
the signal will encounter queued traffic preventing passage through that first display 
of green and can expect to wait for a second display of green before proceeding 
through the intersection. 

• RED: Severe congestion will be indicated by the color red. Under this condition, it is 
expected that at least one or more of the vehicles already in the queue at the onset 
of green will fail to clear the intersection each cycle and can expect to wait for two or 
more displays of green before proceeding through the intersection.  Thus, every 
vehicle can expect to be stopped by the signal at least once.   

• It is also expected that for a state of failed communications, inadequate data, or 
failed detectors, the links might be displayed in another color, such as GRAY. 

 

A useful term to distinguish a basic level of service is a phase failure.  A phase failure is 
defined as a scenario where vehicles that are in the queue when the signal turns green do 
not make it through the intersection during that first display of green.  If all vehicles queued 
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at the onset of green are able to make it through the light, then it is not a phase failure, even 
if one or more vehicles joining the queue just after the onset of green do not make it through.  
Lacking any existing terminology for this secondary condition, where it is only the arrivals 
after the beginning of green that fail to clear the signal, we might refer to this as a flush 
failure (indicating that the full queue did not completely flush/clear, even if cars in the green 
onset queue did clear the stop line).  The red/high-congestion state indicates consistent 
flush failures, but not necessarily consistent phase failures, which are more problematic.  
Where flush failures indicate just being at saturation, consistent phase failures would 
indicate oversaturation/severe saturation.  

 

Only with advance detection can “severe” saturation be reliably detected.  For example, if 
the adjusted occupancy of an advance detector was 100%, it means that the queue is never 
shorter than the length between the stopline and the detector, and thus the approach is 
oversaturated. 

 
INFORMATION TO BE DISPLAYED 
In its initial incarnation, it is anticipated that the system will calculate congestion at five 
signalized intersections adjacent to the stadium, as previously described.  Where feasible, a 
separate congestion level will be calculated for each traffic movement on each approach at 
these intersections, though in general it is unlikely that more than two movements will be 
monitored on any particular approach.  One of the intersections has four major approaches 
(potentially eight monitored movements per intersection), while the other four intersections 
have three major approaches (potentially five monitored movements per intersection).  The 
maximum total number of movements for which a congestion level will be reported is 
therefore expected to be 28.   
 
The system might be expanded in the future to report conditions at more intersections, 
farther from the stadium.   
 
The numerical value associated with the congestion data (e.g., current average detector 
occupancy in percent, current traffic volume in vehicles per hour) could also be displayed to 
the user (e.g., in a tooltip).  However, these numbers won’t be meaningful to a typical 
traveler, and therefore such a feature is not planned for the initial version of the congestion 
display system.  
 
Future expansion of the system could include display of the information on roadside color 
LED message signs. Congestion levels would be calculated and processed as previously 
described. In addition to sending this data to a web server for graphic depiction on a web 
interface, the same information would be sent to the i2 communications server where it 
would be translated into the proper message format for transmission to roadside LED signs.  
This expansion would require extension of the i2 communications process to support an 
interface to the LED signs. 
 
 
DISPLAY FORMAT 
Although the congestion information could be displayed in a table or other textual format, it 
is easier for the public to find the information of interest and understand the traffic movement 
to which it applies, if it is presented as a graphical overlay on a street map or aerial 
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photograph of the area, as done by the City of Bellevue (http://trafficmap.cityofbellevue.net/).  
Therefore, the remainder of this report assumes the information will be presented graphically 
on a map in a web page.  
 
The map could show lines representing streets on a plain background, lines for a street on 
an aerial photograph background, or just an aerial photo.  In any case, street names should 
be visible to allow users to confirm the location of intersections shown on the map.   
 
Depending on the type, size, and behavior of icons or polylines used to show the congestion 
level information, it may be necessary to allow users to zoom the map to see more detail.  
Once zoomed, it will be necessary to also support panning so the user can move the display 
window to a different part of the map.  For example, the Bellevue congestion map supports 
both zoom and pan controls, with the distinction between through and left turn movement 
congestion information becoming discernible only after the user zooms in.   
 
 
MAP SOURCE 
The map displayed on the congestion web page could be generated from street centerline 
data (including street names) from the City’s geographic information system, which uses 
software from ESRI.  Alternatively, the map could be a static image drawn in any general-
purpose drawing software package.  In either case, rectified aerial photography from various 
sources could be overlaid behind the map, as long as the map and photos are of a 
consistent scale.  Controls could be provided to allow users to turn layers on and off, so that 
the aerial photography could be removed from the background if desired.  
 
Alternatively, the congestion map could use an on-line mapping service such as Google 
Maps (http://maps.google.com), Microsoft Live Maps (Virtual Earth - http://maps.live.com), or 
Yahoo! Maps (http://maps.yahoo.com).  These maps provide geo-coded street lines with 
street names, zoom and pan controls, an optional aerial photography layer, and an 
application programming interface (API) that allows the map to be embedded in other web 
pages with custom information overlays, such as the congestion information of interest.   
These services are free and no license is needed as long as the application is for public use, 
as in this case.  
 
The on-line mapping services are flexible, mature, stable, reliable, and well supported.  
Competition between the different service providers, revenue generation from associated 
advertising, and the large number of users, should ensure that these services remain this 
way, and remain free for public use, for a long time to come.  Given the large number of API 
users, future API versions are likely to be backward compatible (as have new versions so 
far), thus minimizing future maintenance.  On the other hand, the competition between 
mapping service providers should generate on-going enhancements to these services, many 
of which will become automatically available to users of existing embedded applications.  
The maps and aerial photographs are automatically updated over time to show roadway and 
land use changes, though it may be a year of more before a change in the field is visible on 
a particular service’s map or photos.   

http://trafficmap.cityofbellevue.net/�
http://maps.google.com/�
http://maps.live.com/�
http://maps.yahoo.com/�
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Figure 16 - Apperance of “Google Maps” Map and Aerial Photography 
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Figure 17 - Appearance of “Microsoft Virtual Earth" Map and Aerial Photography 
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Figure 18 - Appearance of "Yahoo! Maps" Map and Aerial Photography 

 
 
 



It is also significant that most potential users of the stadium area congestion map will 
already be familiar with the look and feel of these mapping services, all of which provide 
similar user options and controls.  Furthermore, use of an on-line mapping service makes it 
very easy to expand the congestion map area to other parts of Glendale as and when 
needed.  Use of an on-line mapping service is therefore the preferred solution for this 
project.  
 
Figures 16 - 18 show the appearance of maps and aerial photography in the stadium area 
currently available from Google Maps, Microsoft Live Maps (Virtual Earth), and Yahoo! 
Maps.  The services are very similar, though there are a few differences that may be 
significant for this project.   
 
Only Microsoft Live Maps illustrates the stadium and arena parking lots in Map mode.  Only 
Microsoft Live Maps shows the stadium entrance road (6250) connecting directly to 91st 
Avenue in Map mode.  The Yahoo! Maps aerial photography is noticeably out of date 
compared to the other two offerings.  In Map mode, Microsoft Live Maps uses a more 
subdued color palette, and does not use any of the primary colors being considered for the 
congestion information overlay (magenta, red, yellow, green).  The congestion overlays 
might therefore stand out better on this map.   Microsoft Live Maps does not show the street 
name for Coyote Boulevard at the zoom level likely to be used for the initial map display.  
 
Although each service has its pros and cons, Microsoft Live Maps (Virtual Earth) seems the 
preferred mapping service to use for this project.  Early in system design the services will be 
reviewed again to ensure this is still the best choice.  Any of these mapping services would 
be adequate.   
 
The mapping services update their maps and aerial photography periodically, so at any 
particular point in time, any of the services may be more up to date than the others.  Other 
features such as the color scheme are less likely to change, though they could.  It is also 
possible, though unlikely, that a particular service would go out of business, start imposing 
advertising unless a fee is paid, or otherwise change the service in a way that would be 
detrimental to this application.   
 
Therefore, to the extent feasible, the system will be designed to facilitate changing the 
underlying on-line mapping service in the future.  In any case, software modifications will still 
be needed to switch to a different mapping service.  
 
 
DYNAMIC INFORMATION ICONS  
Figure 19 shows a preliminary concept for illustrating the congestion level on the map.  All 
five icon colors are illustrated in this example (green = light congestion, yellow = moderate 
congestion, magenta = heavy congestion, red = extreme congestion, gray = no data 
available).  It also shows both through and turn movements being monitored, and all 
monitored movements being visible simultaneously in a reasonably-sized map window.  
 
This initial conceptual design of the congestion icons is sufficient to prove the feasibility of 
showing the desired information.  In an attempt to further improve the clarity of the 
information, icons of different shapes (e.g., with and without arrow heads), types (e.g., fixed-
size icon versus scalable geocoded polyline), and colors, will be trialed during detailed 
system design.  Consideration will be given to the appearance of the icons as the user 
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zooms the map or changes to an aerial photography background, including insertion point 
issues related to fixed-size icons.  For the remainder of this document, it is assumed that the 
congestion graphics will use polylines.  
 

Figure 19 - Conceptual Design of Congestion Icons 

 
WEB PAGE CONTENT 
In addition to the dynamic congestion map described above, the web page will likely include 
some or all of the following static elements: 
 

• Headline including agency logo.  
• Legend explaining the congestion level associated with each icon color.  
• Time the dynamic data were last refreshed.  
• Acknowledgements.  
• Links to other web pages, such as:   

o Help or frequently asked questions (FAQs).  
o Agency home page.   
o Arizona 511 web site. 
o User feedback form.    

 
Some of these elements may appear on top of the map, potentially with transparency to 
enable the map to still be visible beneath.  
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SYSTEM OPERATION 
About once per minute, the City of Glendale’s i2 traffic signal management system will 
obtain the latest volume and occupancy data from each system detector at each of the five 
traffic signals of interest.  For each group of detectors monitoring a traffic movement of 
interest, such data will be passed to a software process that combines the latest data with 
previous data, and combines data from multiple detectors where applicable, to obtain a 
smoothed moving average value of occupancy and volume for each traffic movement of 
interest.  The same software will use the combined and smoothed data to calculate the 
congestion level for the traffic movement.   
 
As updated congestion values become available from this process, they will be used to 
update the parameters that determine the color of the graphical overlay of the congestion 
map.   These graphical elements or icons will be geocoded (a record of their intended 
location using latitude and longitude) such that they are automatically positioned correctly on 
the map regardless of the zoom level or pan position of the map.   
 
When a member of the public clicks on a link to the congestion map, or enters its address 
directly in their web browser, the page will be assembled on their computer screen in real 
time.  The static portion of the page will load first, from a City of Glendale web server (see 
discussion below), along with script (temporary software) that executes on the user’s 
computer and loads the remainder of the page.  The script uses the Virtual earth application 
programming interface (API) to fetch from the Microsoft Virtual Earth server a suitably 
configured map of the stadium area at an appropriate initial zoom level, which comes with 
additional script.  This map is placed in the position reserved for the map in the static web 
page.  This map will include at least a subset of the user controls normally available to 
Virtual Earth users, including zoom, pan, and aerial-view controls.   
 
The static page script will also fetch the geocoded congestion data from the City web server 
(need not be same web server as serves the static portion of the page).  Script will use the 
Virtual Earth application programming interface (API) and the congestion data to display the 
congestion icons in the correct positions on the map.  Script will also cause the page to 
automatically refresh the congestion icons periodically, or upon change in the data.  If the 
user zooms or pans the map, script will automatically adjust the position and size of the 
congestion icons accordingly.   This is possible because the Microsoft Virtual Earth server, 
along with the map image, provides geo data (primarily latitude and longitude) describing the 
extents and scale of the current map display.   
 
 
COMPUTER AND COMMUNICATION FACILITIES 
At least during system development and initial use (the trial, debugging, and refinement 
period) the congestion map may need to be served from a web server incorporated with the 
i2 system and separate from that serving the City of Glendale’s main web site.  This does 
not preclude the City’s web pages including links to the congestion map, but will avoid the 
need for City personnel to support the frequent page updates or security issues associated 
with allowing Siemens personnel to post files directly on the City’s servers.  If and when the 
City’s information technology personnel are comfortable taking over maintenance of the 
congestion map web page, it could then be hosted on the City’s web server, if the City so 
desires, or could remain on the separate server indefinitely and continue to be maintained 
as part of the traffic signal management system.  
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To avoid changes to the core i2 traffic management system, the congestion display system 
will be developed as a separate i2 module.  It could operate on a separate computer if 
needed. At this time it is assumed that a new computer or virtual server will be used for the 
congestion display system.  At least temporarily, it may be necessary to also provide a 
separate Internet link for this service, along with appropriate security measures.   
 
Glendale already has a communications link between the i2 traffic signal management 
system server computer at the City’s Traffic Management Center and each of the five traffic 
signals of interest.  All other communication links (e.g., between the i2 traffic signal 
management server and a congestion display system computer and the City’s web server if 
needed) will use either direct Ethernet connection, the traffic signal system’s local area 
network, the City’s local/wide area network, or the Internet, as needed.  All such links will 
incorporate appropriate security measures.   
 
It is assumed that at least initially, the level of public use of the new congestion map will be 
low enough that it can be accommodated within the bandwidth of the City’s existing Internet 
connection or service, although a separate link may be appropriate for security reasons as 
discussed above.  Existing Siemens Internet connections will be sufficient for use during 
system development and trials.  
 
Decisions concerning computers, web servers, Internet access, security measures, and on-
going maintenance will be refined during detailed design in consultation with City information 
technology personnel.  Figure 20 illustrates a likely physical architecture for the congestion 
display system.  
 
SYSTEM SETUP AND ADMINISTRATION 
Existing capabilities of the i2 traffic management system will be used to define and configure 
appropriate system detectors.  This involves three steps as follows:  
 

• Edit and download the signal controller parameters for the five involved traffic 
signals, to define each detector as a system detector that will then supply volume 
and occupancy data to i2 when requested.  It may also be necessary to adjust or add 
detection zones in some of the video detection units at some intersections.   

• If not already done, configure the i2 communications service to periodically request 
detector data from the five involved signals.  This causes the controller to report 
volume and occupancy data (or fault code) for all of its system detectors.  

• Define those detectors as system detectors in i2.  This enables i2 to receive and 
store volume and occupancy data (and fault codes) for each of the detectors.  

 
No software changes are needed to this part of the i2 system.  
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Figure 20 - Physical Architecture Concept 
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The new congestion display module will monitor the i2 event channel for new instances of 
detector data from the five signals of interest.  When new detector data are thus received by 
the congestion display module, it will temporarily store those data and process them as 
previously described.  The outputs of such data processing are the calculated congestion 
level (color code) for each monitored traffic movement at the five intersections.  These 
congestion levels are supplied to a user’s web browser when they retrieve the congestion 
map web page, as described above.  
 
Configuration of the congestion display module will require a system administrator to input 
the following parameters:  
 

• The ID of each traffic movement for which a congestion level is being displayed.  
• The ID of each detector supplying data for each such traffic movement, by detector 

type or location.  
• Parameters to be used in the formulae that combine and average raw volume and 

occupancy values into a congestion number.  
• Congestion level thresholds used to assign the congestion number to a threshold 

level.  
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• For each traffic movement, or detector group, the minimum number of operational 
detectors needed.   

• The latitude and longitude of the vertices, and the line width, for the polyline used to 
illustrate the congestion level for each traffic movement.   

• The color of the polylines for each congestion level.   
• Text to display in error messages.   

 
Depending on the final algorithm used, the configuration parameters associated with each 
detector may be a mixture of dimensionless scaling factors, and measurements of field 
conditions such as detector length, detector set back, average vehicle length, average free 
flow vehicle speed, etc.   
 
Initial setup of the congestion display service will also involve creation of the web page into 
which will be inserted (at page load time) the Virtual Earth map and the congestion graphic 
overlay.  This web page will include the script needed to dynamically create the composite 
web page, periodically refresh the page, accommodate pan and zoom actions by the user, 
and handle error conditions including unavailability of the map server.  
 
The congestion display module will support remote administration via the Internet, as well as 
configuration from any existing i2 workstation.  It will likely use a web-based user interface.  
This interface will use text forms, not a map-based graphical user interface with drop and 
drag features, for example, though such features could be added in the future if needed.   
 
It is anticipated that during initial system trials, calibration, and validation, configuration 
parameters will need to be adjusted often.  After that, there should be little need for 
administrative actions, apart from routine check ups.   
 
There are no plans to provide an automatic alert (e.g., text message) facility for notifying 
administration or maintenance personnel of faults in the system, although this could be 
added in the future if needed.  An uninterruptible power supply with power-failure alarm input 
to the computer is planned to avoid unexpected system shutdown due to power outages. 
The system will be capable of unattended startup upon restoration of power.  Any data 
storage will include automatic size limiting measures to avoid disk overflow.  
 
 
DATA STORAGE 
The existing capabilities of the i2 traffic management system will enable the raw detector 
data to be stored and retrieved if desired.  There are no plans at this time to provide a 
similar user-friendly data storage and historical data retrieval capability for congestion data 
generated by the congestion display system.  Such a capability could be added to the 
system at any time if needed.   
 
However, for validation and calibration, at least during initial system implementation, it will 
be necessary to review a history of the congestion calculations and outputted levels.  
Therefore, a very basic data logging mechanism will be provided, perhaps with the ability to 
export data to a .CSV file so that Excel can be used for data analysis.  This facility will not be 
available to the public.   
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In the future, if needed, the system could be enhanced to allow the public to access 
historical congestion data, including answering the question “how does the current level of 
congestion compare with the typical level for this day type and time?”  
 
 
WEB BROWSER SUPPORT 
The congestion display system will support and be tested with, as a minimum, the following 
web browsers:  
 

• Microsoft Internet Explorer versions 6 and above, running on Window XP and 
Windows Vista. 

• Mozilla Firefox versions 2 and above, running on Windows XP, Windows Vista, Linux 
Ubuntu, and Apple OS X.   

 
The web page will be designed for typical personal computer displays.  A separate page 
optimized for personal digital assistant displays can be added in the future if needed.   
 
SYSTEM EXPANSION 
The approach described in this report for the development and implementation of a 
congestion map based on detector data available from the i2 traffic management system will 
be directly transferable to other i2 systems with a minimum of additional hardware or custom 
development. As this approach is not controller specific, and instead relies upon the detector 
data available via the NTCIP (or AB3418) protocol, it could be easily implemented as part of 
other Maricopa County i2 systems. This could include the following systems: City of Peoria, 
Maricopa County, City of Chandler, Town of Gilbert, City of Goodyear and Arizona DOT. 
Requirements for implementation at these sites would be installation and configuration of the 
congestion calculation and processing software components and provision of a web server 
for hosting the data to the public.  
 
  
SYSTEM IMPLEMENTATION (PHASE 2) SCOPE OF WORK 
Task 1 – System Architecture and Requirements 
Based on Technical Memorandum #2 and #3, identify and document the data exchange 
network architecture and functionality (functional requirements) needed for the 
conceptualized operations.  Describe at a high level the hardware, software, and 
communications links needed.  Describe the data flows involved.  Describe the functional 
requirements for modifications needed to each involved system.  Also identify alternatives 
evaluation criteria to assist in deciding between design options.  

Prepare a draft System Architecture and Requirements document, and after review by MAG 
and the City of Glendale, prepare a final version that addresses comments received.   

Task 2 – System Design and Deployment Plan  
Design the software and identify hardware modifications or additions needed to meet the 
system requirements.  In a Design document, identify the modifications or additions needed 
to i2, and further middleware or translation software needed for the web interface.  Prepare 
mock-ups of any new or modified user interfaces.  Identify new or changed communications 
links, their capacity, and their security measures. Identify any off-the-shelf software needed, 
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including operating systems and database engines.  Identify any temporary facilities needed 
for component or system testing.  

Describe the logistics of system development, deployment, and acceptance testing 
including: 

• Definition of components that can be developed and unit-tested independently, 
including new or modified communications links to be arranged by the involved 
agencies or third parties.  . 

• A deployment plan including the order of installation of components and any sub-
system (subset of all system components) testing prior to full system testing.   

• Procedures for conducting system acceptance testing.  Acceptance testing will 
confirm that the implemented system meets all system requirements.   

• The system documentation required and the content and format for each document 
or database.  

• The user training needed and a plan for providing that training.   
• A refined time schedule for all activities, including documentation of dependencies 

between activities.   
 

Prepare a draft System Design and Deployment Plan document, and after review by MAG 
and the City of Glendale, prepare a final version that addresses comments received.  It is 
assumed that one face-to-face meeting will be needed during this task. 

Preliminarily, it is assumed that new communication links will be via the City of Glendale 
WAN, and that the City will arrange for and provide these links, either by use of existing 
WAN services or by provision of new or enhanced Internet services.  

Task 3 – System Development  
Develop the software modifications and additions identified in the System Design.  Purchase 
a server to be used as a host for the web-based map interface.  Arrange installation or 
modification of needed communication links – assumed to be performed by agency 
personnel.  Perform unit testing and sub-system testing that is feasible prior to on-site 
installation.  Demonstrate components to MAG and the City of Glendale.  

Task 4 –Deployment and Acceptance Testing 
Install system components on site at the City of Glendale TMC.  Configure all system 
components as needed.  Conduct acceptance testing.  Demonstrate to the involved 
agencies successful operation and passing of all acceptance tests.  Provide a written 
acceptance test report.   

Work with the City of Glendale to configure system detectors at the initial target 
intersections.  

Task 5 – Documentation and Training  
Prepare system documentation and conduct user training as identified in the System Design 
and Deployment Plan.   

Submit a draft of each document, and after review by MAG and the City of Glendale, 
prepare a final version that addresses comments received.    

Preliminarily, it is assumed that one training session will be needed, and that documentation 
will include the following:   
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• Users Manual, including administration and maintenance for the congestion module.   
• Specification of data interfaces involved.   
• System configuration, including documentation of all system hardware and software 

components and their initial configuration.   
• Documentation provided by the manufacturer of hardware and off-the-shelf software.   

 

PHASE 2 SCHEDULE 
The following table shows the preliminary work schedule.  The schedule will be refined 
during the System Design and Deployment Plan task.  

Task Begin End 

1. System Architecture & Requirements January 2009 February 2009 

2. System Design & Deployment Plan February 2009 March 2009 

3. System Development March 2009 September 2009 

4. Deployment and Acceptance Testing October 2009 November 2009 

5. Documentation and Training October 2009 November 2009 
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